
Hazardous Location Markings

5304.A

ATEX

II 1G Ex ia IIB T4/T3 Ga

SIRA 09 ATEX 2008X

Ex ia IIB T4/T3 Ga

IECEx SIR 09.0053X

Exia Intrinsically Safe and Non-incendive

for Hazardous Locations: Class I, Division 1, 

Groups C and D, Temperature Code 

T4 / T3A / T3B / T3C.

nVision complies with the Electromagnetic 

Compatibility and the Pressure Equipment 

Directives.

ATEX

II 2G Ex ia IIC T4

FTZU 06 ATEX 0010X

Ex ia IIC T4 Gb

IECEx FTZU 10.0018X

Exia Intrinsically Safe and Non-Incendive

for Hazardous Locations: Class I, Division 1, 

Groups A, B, C and D, Temperature Code

T4 or T3C.

30 Series complies with the Electromagnetic 

Compatibility and the Pressure Equipment 

Directives.

ATEX

II 1G Ex ia IIC T4/T3 Ga

FTZU 12 ATEX 0048X

Ex ia IIC T4/T3 Ga

IECEx FTZU 12.0009X

Exia Intrinsically Safe and Non-incendive

for Hazardous Locations: Class I, Division 1, 

Groups A, B, C and D, Temperature Code

T4 or T3C.

XP2i complies with the Electromagnetic 

Compatibility and the Pressure Equipment 

Directives.

 nVision

 XP2i

 30 Series and IS92 Series


