
with cable and bayonet socket
Resistance Thermometer  KM 1

Measuring range

Accessesories

Process connection (see page 2) 

Resistance value (Ω) acc. to IEC 751 (EN60751)

Application

Technical features

Ordering

Ordering information
Specification number

Protective tube

1706-

Connection. Wiring configuration

Cable type

Tolerance acc. to IEC 751 (EN60751)

Cable length (meter)

Sensor

1706
Data sheet

We are specialists in temperature measurement. 
Please contact us and we shall
do our utmost to solve your specific measuring tasks

Solid construction with high resistance against vibration

For measurement and surveillance of temperature on f.inst plastic extruders, tools and
machine constructions

Bayonet nipple:

1xPt100

-50 +200°C

None

1/4" BSP 

3-wire connection is standard

-   Machinery- and tool industry
-   Plastic industry
Fields of application

The colour code means:
Built of standard modules  (short delivery time)

Spring loaded contact to the surface ensures
fast response time

Pt100 resistance thermometer acc. to IEC 751 (EN60751)

Can be used on surfaces up to 200°C.

SS, acidproof steel, W.no. 1.4571 (AISI 316Ti)

Quick mounting and adjustment of insertion length by means
of a bayonet socket on a spring.

8mm OD. Wall 1mm. Length: 46mm

Modified standard modules

Built of standard modules  (short delivery time)

0,382mm2 . Teflon insulated with inner braided shield 

0,14mm2 . Teflon insulated with inner braided shield 

3-wire

4-wire

2-wire
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    Variant:  
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Class B, i.e. ± (0.3°C + 0.005 x t actual )°C

Special (Min 0.1 meter)
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Material: Nickel plated brass
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AMETEK DENMARK  A/S

Process connection

Properties for cable 

TECHNICAL DATA
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Process connection

Temperature range
-50 +200°C

Shield connected to outer sheath
Teflon w/shield

1xPt100
4-wire

Red
Red/green 

Wh/green 
White

2- 3-
Red

White
Wh/green 

Red/green 

2-wire
2xPt100

Thread 26

Insulation
Teflon (FEP) Corrosion and heat resistance

Application

Mounting

All dimensions in mm

Dimensioner 

8 OD
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Type KM 1

Bayonet socket

Spring

Cable

Insertion length min. 50, max. 350
Adjustable be means of a spring
and bayonet socket

Nickel plated brass

1/4" BSP
Thread

Bayonet nipple


